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Сalculating shotproof tool of water transport devices / Baranov E.F., Kochetov O.S.// River transport (XXI century).2010- № 3(45). – p. 66
Describes the method of calculating of explosive influence on manufacturing equipment, buildings and constructions. Creates the tool to provide proper work of devices without explosive and fire risk. Defines optimal settings of suggested shotproof tool.
Key words: method, shotproof tool, explosive influence, manufacturing equipment, 
explosive and fire safety. 

Contacts: baranovef@mail.ru

Noise protection support of ship’s engine / Baranovskiy A.M., Potyanikhin A.N., Romanchenko M.K. // River transport (XXI century).2010- № 3(45). – p. 72
Suggests the construction of vibroprotective support with upgraded noise protection for  ship’s engine.
Key words: ship’s engine, vibroprotective support, noise protection.

Contacts: rmk2010@mail.ru

Problems of estimating of service on water transport organizations with dependence on 

infrastructure / Solovyeva O.I, Vydrina E.O.// River transport (XXI century).2010- № 3(45). – p. 74
Defines the main problems and describes a dependence between quality of service on 
water transportations and conditions of facilities and equipment, old fleet, energy costs in the world and in Russia.

Key words: transportation, water transport, quality of service.

Contacts: angelyana22@mail.ru
Modeling of reduction process of ship’s engine environment pollution / Turkin A.V., Modina M.A., Turkin V.A. // River transport (XXI century).2010- № 3(45). – p. 78
Shows a simulator created with the help of experimental planning method. Defines the formula of modeled gas consumption between its initial and final dioxide sulphuf concentration obtained by suggested jet device.
Key words: simulator, jet device, environment pollution, ship’s engine.
Contacts: vladimir@cbts.ru
Shaft generator of alternating current on the basis of the mechanical differential gearbox / Khizhnyakov Y.N. // River transport (XXI century).2010- № 3(45). – p. 80
Presents the method of designing electromechanical frequency control of alternating current generator on the basis of a mechanical differential gearbox gear driven PTO diesel engine with a range of 1:2 on the two options.
Key words: mechanical differential gearbox, synchronous generator, electric machine control frequency, power shaft, electromechanical transducer, half-axle, carrier.
Contacts: uz@at.pstu.ac.ru
Transport-logistical technologies for increase competitiveness of an average and small-scale business river at the cargo transportations / Volkov V.D. // River transport (XXI century).2010- № 3(45). – p. 82
Describes the logistical concept «selfsourcing» connected with self-maintenance of resources for transportation on a basis the branch companies with the status of the noncommercial organisations based on membership, for minimisation of outflow of financial resources at the expense of reorganisation of providing logistical functions is presented.

Key words: transport-logistical technologies, sourcing selfsourcing.


Contacts: volkovvd@yandex.ru
Requirements to choice of hydrotechnical construction corrosion protection methods / Kolgushlin A.V., Belyaev N.D. // River transport (XXI century).2010- № 3(45). – p. 84 
Describes causes of corrosion, its origin, characteristics and methods of control. 

Substantiates of necessity of creating technical regulations to protect docks from corrosion.

Key words: docks, metal corrosion, protection, technical regulations.
Contacts: kormilicyna@lengiprorechtrans.ru
